## 

|  | elabracon <br> Part Number: AWCR-12.00RS <br> Manufacturer Abracon Corporation <br> Description CER RES 12.0000MHZ 15PF T/H <br> Data sheet: FWFR-RS | RoHs Status: Contains lead / RoHS Compliant Ship From: Hong Kong <br> Shipment Way: DHL/Fedex/TNT/UPS/EMS |
| :---: | :---: | :---: |
|  |  | Request F |
| product parameter |  |  |
| Part Number | AWCR-12008s |  |
| Manutacturer | Abracon Comoration $^{\text {a }}$ |  |
| Dessripion |  |  |
| Lead Free Staus Rohs Staus | Conlains sead Routs Compliant |  |
| Quantity Avalable | 508831 pes |  |
| Product Photo | AnCr-12008sijipa |  |
| Categor |  |  |
| Type | ${ }_{\text {ceramic }}$ |  |
| Sizo Dimension | $0.217^{\circ} \times \times 0.118^{\circ}$ W ( $5.5 \mathrm{~mm} \mathrm{\times 3.00mm)}$ |  |
| Series | AwCRRS |  |
| Packaging | Buk |  |
| Package / Case | Radial- Lead, Formed |  |
| Other Nams |  |  |
| Operating Temperature | $-25^{\circ} \mathrm{C}-85^{\circ} \mathrm{C}$ |  |
| Mounting tye | Thoush Hole |  |
| Moistre Sensitivit Level (MSL) | 1 (Unimited) |  |
| Lead Fires Staus Rouss Staus | Conlains sead Routs Compliant |  |
| Impodance | 25 omms |  |
| Helight | $0.217{ }^{(5 / 500 m m)}$ |  |
| Frequency Tolerance | *0.3\% |  |
| Frequency Stability | *0.5\% |  |
| Froeuency | ${ }^{12 \mathrm{NH}} \mathrm{L}$ |  |
| Features | Buitin Capaciter |  |
| Deailied descripition |  | CTroush hole |
| Capactinne | 15.5 F |  |



1so $1 \times(1)$ (1)

